
How to choose the correct nozzle?  � 
Make sure you know the flow and pressure of the high pressure cleaner 
 For Example if you’re machine is a PX15-280GX390 the unit produces 15 LPM at a working pressure of 280BAR or 4000PSI.�
•	 On the Pressure Row look for your BAR or PSI.
•	 Find the nearest pressure to 280Bar or 4000PSI (On this chart it is 4080PSI or 280Bar)
•	 Follow the column down to the nearest flow to 15LPM (On this chart it is 15.5LPM)
•	 Look left to the first column (Nozzle Size)
•	 The nozzle size you need is 040   ��The”045” is a reference point in defining the orifice size of a Nozzle. � 
All Spray Nozzles are rated at a flow 
 point in US GPM rated at 4000PSI. �Examples to help understand: � 
- a 045 nozzle delivers 4.5USGPM at 4000PSI
- a 060 nozzle delivers 6.0USGPM at 4000PSI � 
- a 030 nozzle delivers 3.0USGPM at 4000PSI 
 
As a general guide use the following:
	 0 degrees gives a ‘pencil” or near parallel jet for concentrated cleaning.
	 15 degrees gives a narrow spray pattern with narrow coverage.
	 25 degrees has a slightly wider fan which is a good all round nozzle, often the standard supplied with �new machines.
	 40 degree nozzles give the widest spray pattern ideal for large areas which do not require too much force.

Nozzle 
Size Hole

290 435 580 725 870 1015 1160 1305 1450 1595 1740 1885 2030 2175 2320 2610 2900 3190 3625 4060 4560 5000 6000 7000
psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi

02 0.99 2 2.5 2.8 3.2 3.5 3.7 4 4.2 4.5 4.7 4.9 5.1 5.3 5.5 5.7 6 6.4 6.7 7.6 8.5 9.4 10.3 12.1 13.9
03 1.09 3.1 3.7 4.3 4.8 5.3 5.7 6.1 6.3 6.8 7.2 7.4 7.7 8 8.3 8.7 9.2 9.6 10 11.4 12.8 14.2 15.6 18.4 21.2

035 1.15 3.6 4.4 5.1 5.6 6.2 6.7 7.3 7.7 8.1 8.4 8.8 9.2 9.6 9.9 10.4 10.9 11.4 12 13 14.2 15.4 16.6 19 21.4
04 1.19 4.2 5.2 5.9 6.6 7.3 7.8 8.4 8.9 9.4 9.8 10.3 10.7 11.1 11.5 11.9 12.4 13.2 14.1 14.8 15.5 16.2 16.9 18.3 19.7

045 1.27 4.5 5.5 6.4 7.1 7.8 8.4 9 9.6 1.02 10.6 11.2 11.6 11.8 12.5 12.6 13.2 14.4 15 15.8 16.6 17.4 18.2 19.8 21.4
05 1.35 5 6.2 7.1 8 8.7 9.4 10 10.7 11.3 11.7 12.1 12.9 13.4 13.8 14.3 15.1 15.9 16.9 17.9 18.9 19.9 20.9 22.9 24.9

055 1.4 5.6 6.8 7.8 8.7 9.6 10.3 11.1 11.8 12.4 13 13.5 14.1 14.7 15.2 15.7 16.4 17.5 18.6 19.6 20.6 21.6 22.6 24.6 26.6
06 1.47 6 7.4 8.6 9.6 10.4 11.3 12.1 12.8 13.6 14.2 14.9 15.5 16 16.6 17.2 18 19.2 20.4 21.5 22.6 23.7 24.9 27.2 29.5

065 1.52 6.6 8 9.3 10.4 11.3 12.3 13.2 14 14.7 15.5 16.1 16.7 17.4 18 18.6 19.4 20.7 22 23.2 24.4 25.6 26.8 29.2 31.6
07 1.6 7.1 8.6 10 11.2 12.2 13.2 14.1 15 15.8 16.6 17.3 18 18.7 19.3 20.1 21.3 22.3 23.7 25 26.3 27.6 28.9 31.5 34.1

075 1.65 7.6 9.3 10.7 12 13.1 14.2 15.2 16.1 16.9 17.7 18.5 19.2 20 20.7 21.4 22.6 23.8 25.3 26.7 28.1 29.5 30.9 33.7 36.5
08 1.7 8 9.8 11.3 12.7 14 11.1 16.1 17.1 18 18.9 19.7 20.5 21.3 22 22.8 23.8 25.4 27 28.5 30 31.5 33 36 39

085 1.75 8.5 10.4 12.1 13.5 14.8 16 17.1 18.1 19.1 20 20.9 21.7 22.5 23.4 24 25.5 27 28.2 30 31.8 33.6 35.4 39 42.6
09 1.8 9.1 11.1 12.8 14.3 15.7 17 18 19.2 20.2 21.2 22.1 23 23.9 24.7 25.5 26.7 28.5 30.3 31.9 33.5 35.1 36.7 39.9 43.1

095 1.85 9.7 11.9 13.4 15.4 16.8 18.1 19.4 20 21.7 22.7 23.8 24.7 25.9 26 26.9 28.5 30 31.5 33.2 34.9 36.6 38.3 41.7 45.0
10 1.9 10 12.3 14.2 16 17.4 18.9 20.1 21.4 22.5 23.6 24.6 25.6 26.6 27.5 28.5 29.8 31.8 33.7 35.6 37.5 39.4 41.3 45.1 48.9
11 1.98 11.1 13.6 15.7 17.6 19.3 20.8 22.2 23.6 24.9 25.5 26.7 27.7 28.8 29.9 30.8 32.6 34.4 36 38.4 40.8 43.2 45.6 50.4 55.2
12 2.08 12.1 14.8 17.2 19.2 21 22.7 24.3 25.8 27.1 28.8 29.4 36 31.8 32.9 34 36 38 39.8 42.4 45 47.6 50.2 55.4 60.6

12.5 2.13 12.7 15.6 18 20.1 22 23.8 25.5 27 28.5 29.5 30.8 32.1 33.3 34.5 35.6 37.8 39.8 41.8 44.5 47.2 49.9 52.6 58 63.4
13 2.16 13.2 16.1 18.6 20.8 22.8 24.6 26.3 27.9 29.4 30.8 32.2 33.5 34.8 36 37.2 38.9 42.5 44 46.6 49.2 51.8 54.4 59.6 64.8
14 2.26 14.2 17.4 20 22.4 24.5 26.5 28.4 30.1 31.7 33.2 34.7 36.1 37.5 38.8 40.1 42.5 44.8 47 50.1 53.2 56.3 59.4 65.8 72.2
15 2.34 15.1 18.5 21.3 23.9 26.1 28.3 30.2 32.1 33.8 35.6 37.2 38.7 40.2 41.6 43 45.6 48 50.4 53.7 57 60.3 63.6 70.2 76.8
16 2.41 16.2 19.8 22.9 25.6 28 30.3 32.4 34.4 36.2 37.8 39.5 41.1 42.7 44.2 45.6 48.4 51 53.5 57 60.5 64 67.5 74.5 81.5
18 2.54 18.2 22.3 25.7 28.8 31.5 34 36.4 38.6 40.7 40.2 43.9 45.7 47.4 49 50.7 53.7 56.6 59.4 63.3 67.2 71.1 75 82.8 90.6
20 2.69 20.1 24.7 28.5 31.9 34.9 37.8 40.3 42.7 45.1 47.3 49.2 51.2 53.2 55 56.8 60.3 63.5 66.6 71 73.4 77.8 82.2 91 99.8
25 2.99 25.2 30.9 35.7 39.8 43.6 47.1 50.4 53.4 56.4 59.1 61.8 64.3 67 69.1 71.3 75.1 79.8 84 89.3 94.6 99.9 105.2 115.8 126.4
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The pressure washer nozzle may have one of the biggest influences on the performance of your jet washing� equipment. As high pressure water flows through the 
nozzle it slowly enlarges to nozzle hole and changes� the size and spray pattern of the water. Because this happens slowly, over time, this can go nu-noticed.� Chang-
ing the pressure washer nozzle is a simple matter of unscrewing the old one and screwing in �a new  
nozzle of the correct size.
 
Nozzles are sized by two factors. 
1 The Nozzle diameter, which gives the correct pressure and flow rate for the pressure washer pump.
2. The Nozzle angle. This sets the angle at which the water leaves the nozzle. Measured in degrees, the lower� the angle the more concentrated the power of the 
water jet is. Pressure washer nozzle jet angles available �are 0, 15, 25, 40 degrees. 

Whatever angle of pressure washer nozzle you use, remember your pressure washer can give the same �flow rate and pressure so changing the  
nozzle angle will effect how the water is used. �� 
 
The other big factor to cleaning power is how close you hold the nozzle to the surface, �which is down to the operator and generally happens without having to think 
about it.
Use the pressure washer nozzle size chart on the next page to select the correct nozzle for your �pressure washer.
�

Nozzle 
Size Hole

290 435 580 725 870 1015 1160 1305 1450 1595 1740 1885 2030 2175 2320 2610 2900 3190 3625 4060 4560 5000 6000 7000
psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi psi

02 0.99 2 2.5 2.8 3.2 3.5 3.7 4 4.2 4.5 4.7 4.9 5.1 5.3 5.5 5.7 6 6.4 6.7 7.6 8.5 9.4 10.3 12.1 13.9
03 1.09 3.1 3.7 4.3 4.8 5.3 5.7 6.1 6.3 6.8 7.2 7.4 7.7 8 8.3 8.7 9.2 9.6 10 11.4 12.8 14.2 15.6 18.4 21.2

035 1.15 3.6 4.4 5.1 5.6 6.2 6.7 7.3 7.7 8.1 8.4 8.8 9.2 9.6 9.9 10.4 10.9 11.4 12 13 14.2 15.4 16.6 19 21.4
04 1.19 4.2 5.2 5.9 6.6 7.3 7.8 8.4 8.9 9.4 9.8 10.3 10.7 11.1 11.5 11.9 12.4 13.2 14.1 14.8 15.5 16.2 16.9 18.3 19.7

045 1.27 4.5 5.5 6.4 7.1 7.8 8.4 9 9.6 1.02 10.6 11.2 11.6 11.8 12.5 12.6 13.2 14.4 15 15.8 16.6 17.4 18.2 19.8 21.4
05 1.35 5 6.2 7.1 8 8.7 9.4 10 10.7 11.3 11.7 12.1 12.9 13.4 13.8 14.3 15.1 15.9 16.9 17.9 18.9 19.9 20.9 22.9 24.9

055 1.4 5.6 6.8 7.8 8.7 9.6 10.3 11.1 11.8 12.4 13 13.5 14.1 14.7 15.2 15.7 16.4 17.5 18.6 19.6 20.6 21.6 22.6 24.6 26.6
06 1.47 6 7.4 8.6 9.6 10.4 11.3 12.1 12.8 13.6 14.2 14.9 15.5 16 16.6 17.2 18 19.2 20.4 21.5 22.6 23.7 24.9 27.2 29.5

065 1.52 6.6 8 9.3 10.4 11.3 12.3 13.2 14 14.7 15.5 16.1 16.7 17.4 18 18.6 19.4 20.7 22 23.2 24.4 25.6 26.8 29.2 31.6
07 1.6 7.1 8.6 10 11.2 12.2 13.2 14.1 15 15.8 16.6 17.3 18 18.7 19.3 20.1 21.3 22.3 23.7 25 26.3 27.6 28.9 31.5 34.1

075 1.65 7.6 9.3 10.7 12 13.1 14.2 15.2 16.1 16.9 17.7 18.5 19.2 20 20.7 21.4 22.6 23.8 25.3 26.7 28.1 29.5 30.9 33.7 36.5
08 1.7 8 9.8 11.3 12.7 14 11.1 16.1 17.1 18 18.9 19.7 20.5 21.3 22 22.8 23.8 25.4 27 28.5 30 31.5 33 36 39

085 1.75 8.5 10.4 12.1 13.5 14.8 16 17.1 18.1 19.1 20 20.9 21.7 22.5 23.4 24 25.5 27 28.2 30 31.8 33.6 35.4 39 42.6
09 1.8 9.1 11.1 12.8 14.3 15.7 17 18 19.2 20.2 21.2 22.1 23 23.9 24.7 25.5 26.7 28.5 30.3 31.9 33.5 35.1 36.7 39.9 43.1

095 1.85 9.7 11.9 13.4 15.4 16.8 18.1 19.4 20 21.7 22.7 23.8 24.7 25.9 26 26.9 28.5 30 31.5 33.2 34.9 36.6 38.3 41.7 45.0
10 1.9 10 12.3 14.2 16 17.4 18.9 20.1 21.4 22.5 23.6 24.6 25.6 26.6 27.5 28.5 29.8 31.8 33.7 35.6 37.5 39.4 41.3 45.1 48.9
11 1.98 11.1 13.6 15.7 17.6 19.3 20.8 22.2 23.6 24.9 25.5 26.7 27.7 28.8 29.9 30.8 32.6 34.4 36 38.4 40.8 43.2 45.6 50.4 55.2
12 2.08 12.1 14.8 17.2 19.2 21 22.7 24.3 25.8 27.1 28.8 29.4 36 31.8 32.9 34 36 38 39.8 42.4 45 47.6 50.2 55.4 60.6

12.5 2.13 12.7 15.6 18 20.1 22 23.8 25.5 27 28.5 29.5 30.8 32.1 33.3 34.5 35.6 37.8 39.8 41.8 44.5 47.2 49.9 52.6 58 63.4
13 2.16 13.2 16.1 18.6 20.8 22.8 24.6 26.3 27.9 29.4 30.8 32.2 33.5 34.8 36 37.2 38.9 42.5 44 46.6 49.2 51.8 54.4 59.6 64.8
14 2.26 14.2 17.4 20 22.4 24.5 26.5 28.4 30.1 31.7 33.2 34.7 36.1 37.5 38.8 40.1 42.5 44.8 47 50.1 53.2 56.3 59.4 65.8 72.2
15 2.34 15.1 18.5 21.3 23.9 26.1 28.3 30.2 32.1 33.8 35.6 37.2 38.7 40.2 41.6 43 45.6 48 50.4 53.7 57 60.3 63.6 70.2 76.8
16 2.41 16.2 19.8 22.9 25.6 28 30.3 32.4 34.4 36.2 37.8 39.5 41.1 42.7 44.2 45.6 48.4 51 53.5 57 60.5 64 67.5 74.5 81.5
18 2.54 18.2 22.3 25.7 28.8 31.5 34 36.4 38.6 40.7 40.2 43.9 45.7 47.4 49 50.7 53.7 56.6 59.4 63.3 67.2 71.1 75 82.8 90.6
20 2.69 20.1 24.7 28.5 31.9 34.9 37.8 40.3 42.7 45.1 47.3 49.2 51.2 53.2 55 56.8 60.3 63.5 66.6 71 73.4 77.8 82.2 91 99.8
25 2.99 25.2 30.9 35.7 39.8 43.6 47.1 50.4 53.4 56.4 59.1 61.8 64.3 67 69.1 71.3 75.1 79.8 84 89.3 94.6 99.9 105.2 115.8 126.4
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