
Unloaders (1,000 - 5,600PSI) »
3200PSI

FIG 47

3200PSI 4500PSI 4500PSI 4500PSI 
with Bypass

FIG 44 FIG 45 FIG 46

FIG 48 FIG 48-PFIG 47A FIG 49 FIG 49-P

4500PSI 4500PSI36000PSI 5650PSI 5650PSI

Code
Flow
LPM Rated

Temperature

Pressure
Inlet Outlet Bypass

Weight
g  

pcsbar psi

FIG 47 30 90°C 200°F 220 3200 3/8” BSPM 3/8” BSPM 3/8” BSPF 390 1

FIG 44 30 90°C 200°F 220 3200 1/2” BSPF 3/8” BSPM Internal 660 1

FIG 45 30 90°C 200°F 310 4500 1/2” BSPF 3/8” BSPF Internal 610 1

FIG 45A 30 90°C 200°F 280 4000 3/4” BSPF 3/8” BSPF Internal 610 1

FIG 46 30 90°C 200°F 280 4000 3/4” BSPF 3/8” BSPF Internal 585 1

FIG 47A 40 90°C 200°F 250 3600 1/2” BSPF 3/8” BSPM 3/8” BSPF 550 1

FIG 48 40 90°C 200°F 310 4500 3/8” BSPF 3/8” BSPF 3/8” BSPF 790 1

FIG 48-P 40 90°C 200°F 250 3600 3/8” BSPF 3/8” BSPF Pressure Switch 790 1

FIG 49 40 90°C 200°F 390 5650 3/8” BSPF 3/8” BSPF 3/8” BSPF 790 1

FIG 49-P 40 90°C 200°F 390 5650 3/8” BSPF 3/8” BSPF Pressure Switch 790 1

FIG 45A

5 - 24 AMP (125 - 240v)5 - 24 AMP (125 - 240v)
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Unloader Spare Parts »
BANJO BOLTS

D

C

BA

STAINLESS STEEL

BRASS

FIG 52WFIG 51W FIG 52W-SS

DOWTY WASHERS -  BONDED WASHERS

Code Unloader Material
Usage A 

(mm)
B 

(mm)
C 

(BSP)
D 

(mm) O-Ring  
pcsInlet Outlet

FIG 52 FIG 44 Brass Yes - 26.5 14.7 1/2 47 21.5x 2.60 2

FIG 52-3/4 FIG 44 Brass - Yes 26.5 14.6 3/4 47 17.5 x 2.60 2

FIG 52 FIG 45 Brass Yes - 29.5 15.5 1/2 45
21.10 x 1.75 
28.35 x 2.55

1 
1

FIG 51-B FIG 45 Black - Yes 29.7 16.3 3/8 45
17.5 x 2.55 
25.1 x 2.55

1 
1

FIG 52 FIG 45A Brass Yes - 27.7 14.6 1/2 45
Dowty 3/4” 

21.10 x 2.55
1 
2

FIG 51 FIG 45A Brass - Yes 27.7 14.6 3/8 45
Dowty 3/8” 
17.5 x 2.55

1 
2

FIG 51-SS FIG 46 Stainless - Yes 33 18 3/8 51 Dowty 3/8” 2

Code Material
Usage

Size Compatible Unloader  
pcsInlet Outlet

FIG 51W Brass Yes - 3/8” FIG 44,45,45A 1

FIG 52W Brass - Yes 1/2” FIG 44,45,45A,46 1

FIG 51W-SS Stainless - Yes 3/8” FIG 44,45,45A,46

FIG 52W-SS Stainless - Yes 1/2” FIG 44,45,45A,46 1

BA
NJ

O 
BO

LT
S

DO
W

TY
 W

AS
HE

RS

FIG 51SS FIG 52SS

FIG 51 FIG 52

Tech Tip
When replace or servicing your unloader, it’s highly advised that you also replace the bonded/dowty washers. As harsh environment & 
extreme loads can cause wear over time on the seal - causing leaks and loss of pressure/performance.

FIG 51W-SS
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High Flow Unloaders (1,000 - 7,250PSI) »

FIG 130 FIG 131 FIG 132 FIG 134 FIG 138

4350PSI 4500PSI 3335PSI 3000PSI 
K7

8100PSI

Stainless Steel Unloaders (up to 8,700PSI) »

Code
Flow
LPM

Rated
Temperature

Pressure
Inlet Outlet Bypass

Weight
g  

pcsbar psi
FIG 130 80 90°C 200°F 300 4350 1/2” BSPF 1/2” BSPF 1/2” BSPF 750 1

FIG 131 100 90°C 200°F 330 4800 1/2” BSPF 1/2” BSPF 1/2” BSPF 750 1

FIG 132 200 90°C 200°F 230 3335 1” BSPF 1” BSPF 1” BSPF 2025 1

FIG 134 25-41 60°C 140°F 200 3000 3/8” BSPF 3/8” BSPM 3/8” BSPF 500 1

FIG 138 100 90°C 200°F 550 8000 1/2” BSPF 1/2” BSPF N/A 1500 1

Code
Flow
LPM

Rated
Temperature

Pressure
Inlet Outlet Bypass

Weight
g  

pcsbar psi
FIG 135 100 90°C 200°F 550 8000 1/2” BSPM 1/2” BSPF 1/2” BSPF 950 1

FIG 48-SS 30 90°C 200°F 310 4500 3/8” BSPF 3/8” BSPM 3/8” BSPF 750 1

FIG 137 80 90°C 200°F 700 10150 1/2” BSPF 1/2” BSPF 1/2” BSPF 950 1

FIG 49-SS 40 90°C 200°F 390 5650 3/8” BSPF 3/8” BSPF 3/8” BSPF 790 1

R3X HP 341 90°C 200°F 450 6527 1” BSPF 1” BSPF 1” BSPF 5300 1

R3X LP 500 90°C 200°F 230 3336 1” BSPF 1” BSPF 1” BSPF 6000 1

FIG 135 FIG 48-SS FIG 137 FIG 49-SS

8000PSI 4500PSI 10,150PSI 5650PSI

R3XHP
R3XLP

VHP 500
HIGH FLOW 
500LPM 
HIGH PRESSURE 
6527 PSI
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Specialty Unloaders »

Code
Flow
LPM

Rated
Temperature

Pressure
Inlet Outlet Bypass

Weight
KG  

pcsbar psi
BH210 110 90°C 200°F 210 3045 1/2” BSPF 1/2” BSPF 3/4” BSPF 2.0 1

BKX600 60 60°C 140°F 600 8700 1/2” BSPF 1/2” BSPF 1/2” BSPF 7.8 1

H560 60 60°C 140°F 500 7250 1/2” BSPF 1/2” BSPF 1/2” BSPF 2.7 1

RA2 230 60°C 140°F 210 3045 1” BSPF 3/4” BSPF 1 1/4” BSPF 4.8 1

RA2L 230 90°C 200°F 210 3045 1” BSPF 3/4” BSPF 1 1/4” BSPF 5.3 1

BH210 BKX600 H560

RA2 RA2L

HIGH FLOW 
230LPM 

HIGH FLOW 
230LPM 

HIGH FLOW 
110LPM 

HIGH PRESSURE 
8700 PSI

HIGH PRESSURE 
7250 PSI

No problems! We can source all types of unloaders from any supplier around the world.  
Need it ASAP however? Email us a picture of your current unloader to sales@pumpsaustralia.com.au
And we can find a compatible solution. 

Couldn’t find your unloader?
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